aHS CE TUV I:IIS

Compliant LISTED

UL Llisted @rtified 6r & ad @nada

"Positive Pessure ke Tests 6 Dor Assemblies,”
ANSI/UL WL 10B ad OC,

uniform lkilding ode sandard BC 72 {997).

& Features

High eliability

Holding brce yp b 1200x2 bs.

For duble kaf dors.

Fail- safe( Power b Llock).

Aluminum anodized asing.

MOV povides gike and wurge potection.
Adjustable mounting fdate br easy nstallation.
Dual wltage 12 a 2 \DC (electable).
Anti-Residual magnetism fnction.

& Statement

The EM-2200 Series is high quality and safety range of
standard fail-safe electromagnet locks that is simply, works
well in order to effectively secure with doors. This lock is
recommended for applications which required higher levels of
access and egress control and is suitable for fire doors and
emergency eit oors.

The EM-2200 Series is designed for double doors and are
suitable for out-swing applications. Installation of in-swing
door, narrow-style frames and frameless glass door requires
the used an additional bracket. Vith the accessories provided,
the lock can be used on wooden, and even metal door.It has
designed and offered the different optional functions into
electromagnetic lock and accommodate the different needs of
users ad ncrease he dck's alue ad wmiqueness.

EM-2200
Double Standard Electromagnet Lock

& Specifications
Operating V ttage : 12/24 \DC
Current Draw: 900mA/12VDC, 50mA/24VDC
(at emperature 20°C)
Operating Temperature: 10~55°C (14~131°F)
Humidity: 0~95% ron-condensing.
Holding Force: U b 1200x2 bs (545x2 Kg)
Dimensions:
signet:(L) 532(528), W) 68, O©) 9 mm
Armature Rate:(L) 185, W) &, O) 16 nm
Munting Hate:(L) 532(528), W) 40, O) 5mm
Special Fnishes br magnet and amature gate: Znc PRated
Epoxy Potting Compound: B7252 ), UL94V 0
Net Weight: 95 Kg

& Operating [Eatures

@ EM-2200M: Bond sensor output )
Indicates the locked & unlocked status with visible
LED ndicator.

L Bond ensor atput : DT mated: 0'5A/125VAC;1A/24VDC)

& Regular mstallation

Anti-residual $atement
Our electromagnet locks feature Anti-Residual Magnetism
(ARM) which ensures the door can be opened without any
resistance from left over magnetism imparted to the armature
plate

GIANNI INDUSTRIES, INC.

Copyright Ganni ndustries, nc. All ights eserved.
DM-CA-EM-2200 Ve B ulflished @ 210.02.09

No. B, hong $g Rad, T-Cheng hdustrial Dne,
Tu-Cheng @y, W&ipei, Biwan 3678

Tel: 86-2 267 P86 / dx: 86-2 267 876
E-Mail: nfo@gianni.com.tw

Website: ganni.tw



° EM-2200
G E M Double Standard Electromagnet Lock

J Optional Backets

Brackets nstallation ae acording ¢ @or sving
direction ad dor fame ype ,.g. arrow ffame
door ,rdmeless tpss dor ,nswing dor , te.

/With Ebracket ér arrow dor fames \

When "A" < ® nm must
installed wth L" lbackets.

Door
Frame

722277777

A

Door]| y
Leaf

Armature

K 60 mm

J Warranty

The product is warranted against defects in material and
workmanship while used in normal service for a period of 5
years from the date of sale to the original client. The GEM
policy is one of continual development and improvement;
therefore GEM reserves the right to change specifications
without wtice.

GIANNI INDUSTRIES, INC.

Copyright Ganni ndustries, r'ng:.AII ights eserved. No. B, hong $g Rad, T-Cheng hdustrial one,
DM-CA-EM-2200 Ve B ullished o 210.02.09 Tu-Cheng @y, Ripei, Giwan 3678
Tel: 86-2 267 186 / dx: 86-2 267 876
E-Mail: nfo@gianni.com.tw
Website: ganni.tw



	頁面  1
	頁面  2

